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Precision wins!

Introducing a new 
 generation of technical 
 measurement equipment: 
Increased turnover and 
 profit for the trade.

Precise measuring. 

Detection.  

Alignment.



The ProfiScale range. 

Good skilled craftsmanship is a question  
of precision. Therefore, BURG-WÄCHTER   
offer you a range of high-quality tools 
to enable you to achieve measurement 
results in a quick, accurate and easy 
way. The products also give the

DIY  enthusiast the opportunity of 
professional  levels of accuracy.

Attractive in function,  
design and price.

By using modern technologies such 
as lasers, ultrasonics and infrared – 
measurement results are achieved with 
speed and precision. The equipment is 
very easy to use and handle.

The introduction of a new generation 
of technical measurement equipment.
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Pedigree for precision and reliability.

BURG-WÄCHTER have been synonymous 
for excellent quality through many 
 decades. Also the ProfiScale range meets 
these requirements.

We are widely recognised as the 
manufacturer of world leading high 
security, supreme security products. 
Based on our principle – Precision 
wins! – are we now adding a new 
dimension to this theme:

  Precise measuring!
  Precise detection!
  Precise alignment!

Modern and future-oriented products   
for reliable results. Reliable dimensions. 
Protection and precise designed for  
drilling and fixing. 

ProfiScale: Your chance to break new 
ground and to develop new resources. 

Also you can win with precision!

More turnover and  
profit for the trade

  Well-established brand: You can 
rely on the guaranteed quality and the 
 reliability of BURG-WÄCHTER

  New Sales Drive: Place emphasis on 
modern technical measurement equip-
ment backed by a world class label.

   Convincing sales approach: Your client 
is informed about the many ProfiScale 
advantages in a quick and simple way. 
Explanations on the packaging and  
the user manual are informative and 
comprehensive.

  Best quality: Construction, design  
and production as always from  
BURG-WÄCHTER.

  Fully-developed technology: BURG-
WÄCHTER stands for many years in 
operating experience even in the field of 
electronic products (locking systems).

  Increasing market: Profit by the 
increased  demand for intelligent 
 electronic products designed to make 
work easier.

  Attractive margins: Market-driven 
purchase prices and sales prices to 
 increase your profit.



precision

+1%

m2/m3

ft2/ft3

0,5 – 32 m

0,5 – 32 m

QUADRO
Precision wins!

ProfiScale QUADRO 
Distance meter 
No way to make it easier and faster.

Imagine standing in the middle of 
a room and being able to measure 
distances, areas and the room’s volume 
with precision, without having to move 
around or hold the device against the 
wall or into an angle. 

That’s exactly what the brand new 
 ProfiScale QUADRO distance measuring 
device allows you to do. You start 
by using the integrated laser pointer 
to select the measuring points. The 
device then calculates the distances 
precisely using ultrasound and it can 
even  measure in two directions simul-
taneously. You can add or multiply the 
measurement results as required for 
further calculations. It couldn’t be  easier 
or quicker.
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QUADRO PS 7350

ProfiScale QUADRO PS 7350 I 5

Effective measuring range One-sided measurement: 0.5 – 16 m
Bidirectional measurement: 1 – 32 m

Max. measuring distance 40 m (in the standard test procedure)

Standard selection Left corner, mid-point, right corner

Resolution 0.01 m

Power supply 9 V compound (e. g. 6LR61)

Accuracy ±1 % ±1 decimal place

Automatic switching off If not in use, the device switches off 
 automatically after 60 seconds.

Operating temperature 0 °C to 40 °C (32 °F to 104 °F)

Dimensions 170 x 85 x 40 mm

Two-row LCD display
The measurement results are easily readable. The backlighting switches  
off automatically after 15 seconds if the device is not being used.

Function buttons
Easy to use.

Shockproof casing
Non-slip and ergonomically designed for secure handling.

Integrated Spirit level

Laser pointer
Class II, laser typ < 1mW, wavelength: 630 – 660 nm

Ultrasonic sensor



50 mm

50 mm

30 mm

LOCATE M
Precision wins!
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ProfiScale LOCATE M 
Multifunction detector
Each wall reveals its  
innermost secret.

Play it safe before you start to drill. 
Now, each wall reveals its innermost 
secret. The ProfiScale LOCATE M 
 electronic multifunction detector will 
detect everything that lies behind the 
plaster. Locate metal pipes  and  

power cables  quickly and easily or 
track studding  and cavities. With the 
aid of visual and acoustic indications ,  
the device tells you exactly where it’s 
safe to drill.
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LOCATE PS 7300

Typical measuring depths Wooden beams of 30 × 30 mm: ≤ 30 mm
Metal pipe of Ø 20 mm: ≤ 50 mm
Voltage for 220 – 260 V
at 50 – 60 Hz: ≤ 50 mm

Operating temperature -7 °C – 40 °C below 75 % RH

Storage temperature -20 °C – 50 °C below 85 % RH

Power supply 9 V compound (e. g. 6LR61)

Dimensions 175 x 80 x 60 mm

LCD display with spotlight function
By finding an object you will see a light shining  
at the respective position.

Function buttons
Easy using due to self-explanatory symbols.

Shockproof casing
Non-slip and ergonomically designed for easy handling.
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30 mm

Test

LOCATE S
Precision wins!
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ProfiScale LOCATE S 
Multifunction detector
To localise hidden things is getting 
easier and more precise.

The ProfiScale LOCATE S is the sister 
model of the LOCATE M. 
It locates everything which lies behind 
the plaster. It locates metal pipes 
and power cables  , displays the 
 location of breaks in cables and can 

be used as circuit indicator for light 
bulbs  and fuses. In the same way 
the polarity of batteries  can be 
checked. Moreover, you can use the 
Multifunction detector LOCATE S for 
finding out if your domestic appliances 
are properly earthed. The sensibility 
can be adjusted according to the 
requirements. Additional electric torch 
available. 



+ + 9V

www.burg-waechter.de ProfiScale LOCATE PS 7320 I 9

LOCATE PS 7320

LED lamp  
The light indicates the position of metal pipes and power cables.

Shockproof casing
Non-slip and ergonomically designed for secure handling.

Selector switch
Easy to use.

Metal sensor For metal objects with a diameter of 20 mm

Max. detection depth 30 mm

Alternating current voltage 70  –  660 VAC

Current passage test 0 – 50 MΩ

Direct current polarity test 6 – 36 VDC

Operating temperature -10 °C – 40 °C

Storage temperature -10 °C – 50 °C

Power supply 9 V compound (e. g. 6LR61)

Dimensions 170 x 34 x 29 mm



precision
+1,25 %

< 20 m

CROSS
Precision wins!

ProfiScale CROSS 
Cross line laser level with tripod
The tool for straight lines.

In the future there will be nothing 
in your home which is not hanging 
straight. Align your furniture , 
 pictures , borders and tiles  the 
easy way. The lasers in the ProfiScale 
CROSS cross line laser level are self-

 adjusting and show horizontal and 
 vertical lines up to 20 metres long. 
You’ll have both hands free at all  
times – whether the device is suspen-
ded, standing upright or placed on  
the tripod . 
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CROSS PS 7500

ProfiScale CROSS PS 7500 I 11

Length of laser line < approx. 10 m

Width of laser line < 5 mm

Resolution ±10 mm (in 8 m)

Laser output < 2mW 

Laser wavelength 630 – 660nm

Laser class class 2

Operating temperature -10 °C – + 40 °C

Power supply 9 V compound (e. g. 6LR61)

Dimensions 100 x 105 x 58 mm

Telescope tripod
Fully adjustable up to 110 centimetres high.

Locking switch

Laser
They are self-adjusting and show horizontal and vertical 
lines up to 20 metres long.



200 mA
–

1/10 A

200 mV
–

600 V

1,5 V 
– 

9 V

MULTI
Precision wins!

ProfiScale MULTI 
Multimeter
Precise and easy to use at the  
same time. Finds the measuring 
 range automatically.

Want the reassurance of knowing 
whether current is flowing in an elec-
trical appliance? With the ProfiScale 
multimeter, you can measure all your 
domestic appliances easily and reliably – 

even sensitive electronic devices such as 
computers  and televisions. You can 
use the MULTI for battery tests of 1.5,  
3 or 9 V. The digital display provides  
you with an instant reading . A handy 
support bracket  helps make the 
 display even easier to read.
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MULTI PS 7450

ProfiScale MULTI PS 7450 I 13

Shockproof casing
Non-slip and ergonomically designed for secure handling.

Iluminated display
The measurement results are easily readable due to large digits.

Function switch
Easy to use.

Max. voltage between the 
connections and earth

600 V DC or AC

Fuse protection F 200 mA / 250 V

Operational altitude Max. 2000 metres (7000 ft.)

Display 20 mm LCD

Sampling time Approx. 0.4 seconds

Automatic switching off If not in use, the device switches off 
 automatically after 15 minutes

Power supply 3 batteries, AAA, 1.5 V

Choice of measurement range Automatic and manual

Operating temperature 0 °C to 40 °C (32 °F to 104 °F)

Relative humidity < 75 %
Dimensions 158 x 74 x 31 mm



precision

+ 2%

1 m

5 m

precision
5:1

- 20 °C 
–

 + 330 °C 
C /F

ENERGY
Precision wins!

ProfiScale ENERGY 
Temperature gun
On the trail of the climate criminal.

Stop energy wasting! By using the 
 temperature gun ProfiScale ENERGY 
you will find out in a quick and simple 
way if your windows and doors are 
sealed . Contactless infrared techno-
logy renders it possible. You can also 
use the handy appliance to get to know 

if your heating systems  and air-con-
ditioning units  are working climate 
efficiently. The measuring capacity will 
be localised precisely due to laser posi-
tion finding. Furthermore, the tempera-
ture gun can be used for professional 
application areas of the industry like 
the contactless measuring for engines, 
machines and equipments.
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ENERGY PS 7420
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Measurement range -20 °C to 330 °C (0 °F to 626 °F)

Accuracy 0 °C to 180 °C: ± 2 % 
≤ 0 °C to -20 °C: ± 4 %
≥180 °C to 330 °C: ± 3 %

Response time ≤ 1 sec.

Working environment 0 °C to 50 °C

Power supply 9 V compound (e. g. 6LR61)

Distance to spot size ratio 5:1

Dimensions 160 x 100 x 45 mm

Illuminated display
Easy metering. The measured value remains visible  
on the display for approx. 5 seconds.

Laser pointer
Precise indication of the measuring point.

Infrared
Measurements on a distance are now possible.

Measurement switch
The current temperature will be identified by pushing the measurement switch.



6 – 42 %

0,2 % 
–

2,0 %

DRY
Precision wins!

The tool for indication of  
firewood moisture.

Nothing compares to a comfortable 
winter evening sitting in front of a 
chimney. But chimney wood which is 
too moist can spoil the party. Therefore, 
you better measure first if the wood  
is dry enough .

The ProfiScale DRY moisture meter 
helps you to put it into practice. Put the 
two electrodes into the firewood and 
measure the moisture precisely. In the 
same way, you can also measure the 
moisture of brickwork or of gypsum 
plasterboard walls . It is easy to read 
the results from the large display .  
In addition, DRY is able to measure the 
ambient temperature. 

Suggestion:
Firewood should not exceed a moisture of 20%. The drier 
the wood the higher is the heating value. If the wood is too 
moist the energy will be wasted in form of hot water vapour 
which disappears as waste gas through the chimney. Moist 
waste gases can soak your chimney.

ProfiScale DRY 
Moisture meter
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DRY PS 7400

ProfiScale DRY PS 7400 I 17

1.5 V

4 x

Test prods
Optimal measure power if the test prods are insert for  
3 – 4 mm into the object. With locking cap.

Digital display
Easy metering.

ON / SET button
Easy switch over into the different modes.

Measurement range Wood: 6 – 42 %
Solid materials: 0.2 – 2.0 % 

Resolution Wood: 1 %
Solid materials: 0.1 %

Preciseness Wood: < 30 %: ± 2 %; ≥ 30 %: ± 4 %
Solid materials:  
<1.4 %: ± 0.1 %; ≥ 1.4 %: ± 0.2 %

Power supply 4 x 1.5 V (e.g. LR44)

Optimum ambient conditions 0 °C – 40 °C, air humidity < 85 %

Storage temperature -10 °C – 50 °C, air humidity < 85 %

Dimensions 80 x 40 x 20 mm



ZERO 
ABS

 /

cm

inch

150 mm

PRECISE
Precision wins!

ProfiScale PRECISE 
Digital caliper
Precise measurement,   
digital display.

Even more precisely than the eyes of 
 experienced qualified skilled workers: 
The ProfiScale PRECISE digital calipers 
offer a convenient and easy way of 
measuring the finest tolerances. 

The digital display shows the results in 
clearly legible form and with an accu-
racy of 0.01 mm. Readings can also be 
displayed in inches.



+

Messgenauigkeit 0,01 mm

Messbereich 0 bis 150 mm

Betriebstemperatur 0°C bis +40 °C

Relative Luftfeuchtigkeit < 80 %

Lagerungstemperatur -10 °C bis +60 °C

Stromversorgung 1 Stück 1,5 V Knopfzelle (z.B. LR 44)

Größe 245 x 90 x 28 mm (Kunststoffcase)

www.burg-waechter.de

PRECISE PS 7215

ProfiScale PRECISE PS 7215 I 19

1.5 V

Digital display
Display with an accuracy of 0.01 mm.

Scale – Inch/cm

Function buttons
With ZERO / ABS function for the adjustment of a relative zero point.

Measuring accuracy 0.01 mm

Operating temperature 0 °C to + 40 °C

Relative air humidity < 80 %

Storage temperature -10 °C to + 60 °C

Power supply 1.5 V button cell

Dimensions 245 x 90 x 28 mm (Plastic case)



precision
0,0285° =
0,5 mm/m

LEVEL
Precision wins!

ProfiScale LEVEL 
Spirit levels
High level of precision in  
a solid casing.

The spirit levels of the range ProfiScale 
are designed to give precision and a 
long-life. The intelligent construction 
and the high quality machining is 
shown among others in specialised 
 materials which are able to cushion 

shocks at the end of the spirit level .  
The spirit levels are available in length 
of 40, 60, 80 or 120 centimetres as well 
as additional functions like the precise 
distance indicator. By using it you 
should be able to perfectly affix socket 
outlet openings  . Also the use 
with only one hand offers a secure hold 
due to the gummed end caps. 
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LEVEL PS 7061 E 
LEVEL PS 7012 V
LEVEL PS 7080
LEVEL PS 7060
LEVEL PS 7040

ProfiScale LEVEL PS I 21

Spirit level 80 cm – Level PS 7080

Spirit level 60 cm – Level PS 7060

Electronic spirit level 60 cm – Level PS 7061 E
The LEVEL PS 7061 E electronic spirit level is handy and simple to use. The integrated  
inclination sensor allows inclines in degree and percentage to be clearly read from the large 
display . The device allows horizontal and vertical alignment. The display will revolve  
when working overhead. 

Spirit level 40 cm – Level PS 7040

Spirit level 120 cm – Level PS 7012 V 
With sleeves for standardized drilling distance of switches and socket outlets.



METER
Precision wins!

ProfiScale METER 
Tape measures and folding rule
When a millimetre counts.

The range ProfiScale stands even by 
classic measuring instruments for high-
est precision and quality. The top quality 
tape measures can be activated simply 
with one hand and they stop auto-
matically. Thanks of their special 

resistant casing they are excellently 
 protected against shocks.

ProfiScale folding rules guarantee a 
secure function and a long life.
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METER PS 7180
METER PS 7150
METER PS 7130
METER PS 7200

ProfiScale METER PS I 23

Tape measure 5 m – METER PS 7150
Secure automatic lock with easy manual release and  
impact-resistant casing. With cm and inch classification.
Class of accuracy I · width: 19 mm

Tape measure 8 m – METER PS 7180 
Secure automatic lock with easy manual release and 
impact-resistant casing. With cm and inch classification.
Class of accuracy I · width: 25 mm

Tape measure 3 m – METER PS 7130
Secure automatic lock with easy manual release and  
impact-resistant casing. With cm and inch classification.
Class of accuracy I · width: 17 mm

Tape measure 2 m – METER PS 7200
With wooden elements of 3 mm thickness and 16 mm 
width. Decimal classification in two colours 
Hinges are rugged and sprung. Hidden rivets.
Class of accuracy III
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Launching the ProfiScale family!
For this we have developed some 
 intelligent solutions. We would be  
glad to support your effort with the  
GREAT presentation displays.

BURG-WÄCHTER KG
Altenhofer Weg 15
58300 Wetter
Germany

Fon: +(49) 23 35 - 965 30
Fax: +(49) 23 35 - 965 390
export@burg.biz

Katalog ProfiScale GB Handel 02 / 09

Precise measuring. Detection. Alignment.

ALWAYS THE  

SAFE CHOICE!


